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IN THE SPECIFICATION 

Please amend the specification at the paragraphs appearing at the following noted 
pages and lines, matter to be deleted is shown in strikethiough and matter to be added is 
underlined. 

Page 6, lines 3 to 12: 

The hook embodiment 150 has a half circular or arc shaped top portion 20 of 
which the frontal portion ends with a rounded tip 21 while the back portion 19 curves 
around and drops downwardly to form a vertical shaft 22 creating an open recessed area 
15 which would allow the basket hanger assembly 1 0 to accommodate a variety of 
mounting applications. The vertical shaft 22 has a protruding tapered lock-in band or 
stpp piece 23 which encircles the shaft 22 and works in unison with the mushroom 
shaped hook stopper end or retainer piece 29 at the base of the hook embodiment 150 to 
capture the hanger body 1 1 . 

Page 6, line 3 1 to page 7, line 3: 

Each runner end 18 has a bulge 44 which acts in um'son with tapered protrusions 
grstoEs 41 to securely mate hanger assembly 10 to accommodating basket rim 49. The 
hanger body 1 1 could also incoiporate alternatively prefened runner clip-type ends in 
Figures 2, 3, or 4 for basket attachment. 

Page 9, line I to hne 9: 

From the triangular top portion 102 three long runners 1 07 stretch downwaixily 
fonning into three hook shaped ends 1 12 for accommodating plant basket 50, The base 
point 1 09 of the hook-shaped ends U 2 may be sharp or rounded (not shown) before 
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turning upwards to form tips 1 10. Circular protrusion or stop 1 08 at the lower end of the 
runners 107 work in unison with hook shaped ends 112 to prevent free play once attached 
to accommodating basket 50. 

Page 9, line 21 to line 22: 

The vertical shaft 135 as mentioned divides into multi-sectional portions 145 by 
the cross-shaped recess 149 which is open from the bottom end of the hook piece 125 
upwards to the projecting lock-in band portions or stop nieces 1 36. The projecting lock- 
to band portions 136 work in unison with the pnitruding stopper ends orret^ in^piWy 
146 to affix the hook piece 125 to any hanger body in Figures 1, 2, 3 or 4. 

Page 10, lines 4 to 17: 

To define the hook piece 125 more thoroughly, its apphcation to the hanger body 
100 in Figure 4 will be examined. To affix the hook piece 125 to the hanger body 100 
requires the protruding stopper ends or retainer nieces 146 at the base of the hook piece 
125 be pushed into and through the hook receiving hole 101 from the upper level surface 
103 of the triangular top portion 102. On the hook piece 125 the cross-shaped recess 149 
wUl allow die protruding stopper ends 146 which have a larger circumference than the 
hook receiving hole 1 01 to collapse inward allowing them to pass through the hook 
receiving hole 1 01 to collapse inward allowing them to pass thix>ugh the hook receiving 
hole 101 to the lower level portion 104 of the triangular top portion 102 at which time 
they will recoil outwards while the projecting lock-in band portions or stop pieces 136 
halt further progress resulting in an assembled rotational plant basket hanger 50. 
Page 10, line 26 to page 1 1 , line 4: 
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Lastly, Figure 7 shows another alternatively preferred hook piece 160 which is 
similar to that of Figure 5 and 6, wherefore it has an arcing top portion 162 with a frontal 
rounded tip 163 and a rear portion 164 that curves downwardly to the vertical hook shaft 
1 65. At the base of the hook shaft 1 65 is a disk or coin-shaped protruding stopper end or 
retainer pi?9^ 172 that juts outwardly from the hook shaft 165 forming an upper level 
surface 174 and flat bottom 175. Positioned higher up from the stopper end 172 on the 
hook shaft 165 are one or more protruding lock-in tabs or stop pieces 167 that have a 
tapered top 168 and bottom portion 169. 
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